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Catalogue of LED Lights

COB LED Strip Light-Single CCT: 360chips/m COB LED Strip Light-Single CCT: 480chips/m

Model NO.: ADW-COB-24V-360E-10 Model NO.: ADW-COB-24V-480E-8
LED: 360chips/meter LED: 480chips/meter
Chip Brand: Sanan Chip Chip Brand: Sanan Chip
Voltage: DC24V Voltage: DC12V / DC24V
Watt: 8W/meter Watt: 9W/meter
CCT: 2700K/3000K/4000K/6500K CCT: 2700K/3000K/4000K/6500K
CRI: >90, Beam angle: 180° CRI: >90, Beam angle: 180°
Light efficiency: 80-110LM/W Light efficiency: 80-110LM/W
PCB: double layer, 2 ounce PCB: double layer, 2 ounce
PCB width: 10mm PCB width: 8mm (4mm/5mm/10mm  on request)
Length: 5meters/roll Length: 5meters/roll

15 meters without voltage drop IP grade: IP20, IP54, IP67, IP68 IP grade: IP20, IP54, IP67, IP68

COB LED Strip Light-Dual CCT: 608chips/m COB LED Strip Light-RGB: 480chips/m

Model NO.: ADW-COB-24V-608E-10 Model NO.: ADW-COB-24V-480RGB-10
LED: 608chips/meter LED: 480chips/meter
Chip Brand: Sanan Chip Chip Brand: Sanan Chip
Voltage: DC24V Voltage: DC12V / DC24V
Watt: 22W/meter Watt: 15W/meter
CCT: 2700K-6500K changeable Colour: RGB
CRI: >90, Beam angle: 180° Beam angle: 180°
Light efficiency: 90-120LM/W Light efficiency: /
PCB: double layer, 2 ounce PCB: double layer, 2 ounce
PCB width: 10mm PCB width: 10mm
Length: 5meters/roll Length: 5meters/roll
IP grade: IP20, IP54, IP67, IP68 IP grade: IP20, IP54, IP67, IP68

COB LED Strip Light-RGB: 840chips/m COB LED Strip Light-No Spotting: 512chips/m

Model NO.: ADW-COB-24V-840-12 Model NO.: ADW-COB-24V-512N-8
LED: 840chips/meter LED: 512chips/meter
Chip Brand: Sanan Chip Chip Brand: Sanan Chip
Voltage: DC24V Voltage: DC24V
Watt: 15W/meter Watt: 10W/meter
Colour: RGB CCT: 2700K/3000K/4000K/6500K
Beam angle: 180° CRI: >90, Beam angle: 120°
Light efficiency: / Light efficiency: 80-110LM/W
PCB: double layer, 2 ounce PCB: double layer, 2 ounce
PCB width: 10mm PCB width: 8mm 
Length: 5meters/roll Length: 5meters/roll
IP grade: IP20, IP54, IP67, IP68 IP grade: IP20

COB LED Strip Light-No Spotting: 1134chips/m 2835 LED Strip Light

Model NO.: ADW-COB-24V-1134N-12 LED SMD QTY: 30/60/120/180/240  per meter
LED: 1134chips/meter SMD Type: Pure Gold Wire 2835SMD
Chip Brand: Sanan Chip Voltage: DC5V/DC12V/DC24V
Voltage: DC24V Watt: 6W/m-30W/m for optional
Watt: 22.5W/meter CCT: 2700K/3000K/4000K/6500K
Colour: RGB CRI: >80/>90
Beam angle: 120° Beam angle: 120°
Light efficiency: / Light efficiency: 100LM/W,160LM/W,180LM/W
PCB: double layer, 2 ounce PCB: double layer, 2 ounce
PCB width: 12mm PCB width: 5/6/8/10/15/30mm
Length: 5meters/roll Length: 5meters/roll
IP grade: IP20 IP grade: IP20, IP65, IP67, IP68
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5050 LED Strip Light 3528 LED Strip Light

LED SMD QTY: 30/60/72/96/120  per meter LED SMD QTY: 30/60/120/240/480  per meter
SMD Type: Pure Gold Wire 5050SMD SMD Type: Pure Gold Wire 3528SMD
Voltage: DC12V/DC24V Voltage: DC12V/DC24V
Watt: 7.2W/m-28.8W/m for optional Watt: 2.4W/m-38.4W/m for optional
CCT: 2700K/3000K/4000K/6500K/RGB/RGBW CCT: 2700K/3000K/4000K/6500K
CRI: >90 CRI: >90
Beam angle: 120° Beam angle: 120°
Light efficiency: 80-100LM/W Light efficiency: 100LM/W,160LM/W,180LM/W
PCB: double layer, 2 ounce PCB: double layer, 2 ounce
PCB width: 8/10/12/15/20mm PCB width: 5/8/10/15/20/28mm
Length: 5meters/roll Length: 5meters/roll
IP grade: IP20, IP65, IP67, IP68 IP grade: IP20, IP65, IP67, IP68
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5630 LED Strip Light 3014 LED Strip Light

LED SMD QTY: 30/60/72/120/240  per meter LED SMD QTY: 60/72/120/140/240  per meter
SMD Type: Pure Gold Wire 5630SMD SMD Type: Pure Gold Wire 3014SMD
Voltage: DC12V/DC24V Voltage: DC12V/DC24V
Watt: 7.2W/m-38.4W/m for optional Watt: 7.2W/m-24W/m for optional
CCT: 2700K/3000K/4000K/6500K CCT: 2700K/3000K/4000K/6500K
CRI: >90 CRI: >90
Beam angle: 120° Beam angle: 120°
Light efficiency: 110-130LM/W Light efficiency: 90LM/W-120LM/W
PCB: double layer, 2 ounce PCB: double layer, 2 ounce
PCB width: 10/15mm PCB width: 5/8/10mm
Length: 5meters/roll Length: 5meters/roll
IP grade: IP20, IP65, IP67, IP68 IP grade: IP20, IP65, IP67, IP68

2216 LED Strip Light 2010 LED Strip Light

LED SMD QTY: 120/180/240/300/420  per meter LED SMD QTY: 60/120/240/420/720  per meter
SMD Type: Pure Gold Wire 2216SMD SMD Type: Pure Gold Wire 2010SMD
Voltage: DC24V Voltage: DC24V
Watt: 9.6W/m-24W/m for optional Watt: 4.8W/m-20W/m for optional
CCT: 2700K/3000K/4000K/6500K CCT: 2700K/3000K/4000K/6500K
CRI: >90 CRI: >90
Beam angle: 120° Beam angle: 120°
Light efficiency: 80-100LM/W Light efficiency: 80LM/W-110LM/W
PCB: double layer, 2 ounce PCB: double layer, 2 ounce
PCB width: 5/10mm PCB width: 2/4/8/10mm
Length: 5meters/roll Length: 5meters/roll
IP grade: IP20, IP65, IP67, IP68 IP grade: IP20, IP65, IP67, IP68

Side Emitting LED Strip Light Super Length LED Strip Light

LED SMD QTY: 60/84/120/156 per meter Constant Current design LED Strip Light
SMD Type: Pure Gold Wire 3014SMD SMD Type: 2835, 3528, 5050
Voltage: DC12V/DC24V Voltage: DC24V/36V/48V
Watt: 6W/m-15.6W/m for optional Length available: 10m/roll, 15m/roll, 20m/roll
CCT: 2700K/3000K/4000K/6500K 30m/roll, 50m/roll
CRI: >90 CCT: 2700K/3000K/4000K/6500K
Beam angle: 120° CRI: >90
Light efficiency: 100LM/W Beam angle: 120°
PCB: double layer, 2 ounce PCB: double layer, 2 ounce
PCB width: 8/10mm PCB width: 10/12/15mm
Length: 5meters/roll IP grade: IP20, IP65, IP67, IP68
IP grade: IP20, IP65, IP67, IP68
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0606 Silicone LED Neon Light: Top bend 1010 Silicone LED Neon Light: Top bend

Model No.: ADW-F0606-24V-6W Model No.: ADW-F1010-24V-05/10W
Cross section size 6mm*6mm(W*H) Cross section size 10mm*10mm(W*H)
Vertical Bending, Min bending diameter: 50mm. Vertical Bending, Min bending diameter: 100mm.
Front Cable Entry/Side Cable Entry/Bottom Cable Entry Front Cable Entry
Input Voltage: DC24V, Watt: 6W/meter Input Voltage: DC24V, Watt: 5W/meter,10W/meter,
CCT: 1700K/2200K/2400K/2600K/2800K/3200K/3800K/4400K/5600K CCT: 2100K/2400K/2700K/3000K/3500K/4000K/5000K/6000K/Red/Green/Blue/Yellow
CRI: >90, Lumen: 230-380lm/m CRI: >90, Lumen: 350-830lm/m
Max Length in Series: 5meters, Cuttable size: 25mm Max Length in Series: 5meters, Cuttable size: 35.7mm
IP grade: IP67 IP grade: IP67

1212 Silicone LED Neon Light: Top bend 1615 Silicone LED Neon Light: Top bend

Model No.: ADW-F1212-24V-05/10W Model No.: ADW-F1615-24V-05/10/15W
Cross section size 12mm*12mm(W*H) Cross section size 16mm*15mm(W*H)
Vertical Bending, Min bending diameter: 200mm. Vertical Bending, Min bending diameter: 200mm.
Front Cable Entry/Side Cable Entry/Bottom Cable Entry Front Cable Entry/Side Cable Entry/Bottom Cable Entry
Input Voltage: DC24V, Watt: 5W/meter, 10W/meter Input Voltage: DC24V, Watt: 5W/meter,10W/meter,
CCT: 2100K/2400K/2700K/3000K/3500K/4000K/5000K/6000K/Red/Green/Blue/Yellow/RGB CCT: 2100K/2400K/2700K/3000K/3500K/4000K/5000K/6000K/Red/Green/Blue/Yellow/RGB/RGBW
CRI: >90, Lumen: 290-680lm/m CRI: >90, Lumen: 240-800lm/m
Max Length in Series: 5meters, Cuttable size: 50mm / 62.5mm Max Length in Series: 5meters, Cuttable size: 50mm / 62.5mm
IP grade: IP67 IP grade: IP67

3D1615 Silicone LED Neon Light: Top bend & Side bend 2016 Silicone LED Neon Light: Top bend

Model No.: ADW-3D1615-24V-05/10/15W Model No.: ADW-F2016-24V-12/16/20W
Cross section size 16mm*15mm(W*H) Cross section size 20mm*16mm(W*H)
Top bend & Side bend, Min bending diameter: 200mm. Vertical Bending, Min bending diameter: 200mm.
Front Cable Entry/Side Cable Entry/Bottom Cable Entry Front Cable Entry
Input Voltage: DC24V, Watt: 5W/meter,10W/meter,15W/meter Input Voltage: DC24V, Watt: 12W/meter,  16W/meter, 20W/meter
CCT: 2100K/2400K/2700K/3000K/3500K/4000K/5000K/6000K/Red/Green/Blue/Yellow CCT: 2100K/2400K/2700K/3000K/3500K/4000K/5000K/6000K/Red/Green/Blue/Yellow/RGB/RGBW
CRI: >90, Lumen: 240-800lm/m CRI: >90, Lumen: 600-1200lm/m
Max Length in Series: 5meters, Cuttable size: 50mm Max Length in Series: 5meters, Cuttable size: 50mm / 62.5mm
IP grade: IP67 IP grade: IP67
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3020 Silicone LED Neon Light: Top bend D16 Silicone LED Neon Light: Top bend

Model No.: ADW-F3020-24V-16/20/24W Model No.: ADW-FD16-24V-05/10W
Cross section size 30mm*20mm(W*H) Cross section size Φ16mm(W*H)
Vertical Bending, Min bending diameter: 200mm. Vertical Bending, Min bending diameter: 200mm.
Front Cable Entry Front Cable Entry
Input Voltage: DC24V, Watt: 16W/meter,20W/meter,24W/meter Input Voltage: DC24V, Watt: 5W/meter, 10W/meter
CCT: 2100K/2400K/2700K/3000K/3500K/4000K/5000K/6000K/Red/Green/Blue/Yellow/RGB/RGBW CCT: 2100K/2400K/2700K/3000K/3500K/4000K/5000K/6000K/Red/Green/Blue/Yellow/RGB
CRI: >90, Lumen: 800-1500lm/m CRI: >90, Lumen: 300-750lm/m
Max Length in Series: 5meters, Cuttable size: 50mm / 41.66mm Max Length in Series: 5meters, Cuttable size: 50mm / 62.5mm
IP grade: IP67 IP grade: IP67

0408 Silicone LED Neon Light: Side bend 0612 Silicone LED Neon Light: Side bend

Model No.: ADW-S0408-24V-6W Model No.: ADW-S0612-24V-5/10W
Cross section size 4mm*8mm(W*H) Cross section size 6mm*12mm(W*H)
Horizontal Bending, Min bending diameter: 30mm. Horizontal Bending, Min bending diameter: 50mm.
Front Cable Entry Front Cable Entry/Side Cable Entry/Bottom Cable Entry
Input Voltage: DC24V, Watt: 6W/meter Input Voltage: DC24V, Watt: 5W/meter, 10W/meter
CCT: 2100K/2400K/2600K/3000K/3500K/4200K/5300K CCT: 2100K/2400K/2700K/3000K/3500K/4000K/5000K/6000K/Red/Green/Blue/Yellow/RGB
CRI: >90, Lumen: 200-250lm/m CRI: >90, Lumen: 150-400lm/m
Max Length in Series: 5meters, Cuttable size: 25mm Max Length in Series: 5meters, Cuttable size: 50mm
IP grade: IP67 IP grade: IP67

1018 Silicone LED Neon Light: Side bend 1220 Silicone LED Neon Light: Side bend

Model No.: ADW-S1018-24V-05/10/15W Model No.: ADW-S1220-24V-05/10/15W
Cross section size 10mm*18mm(W*H) Cross section size 12mm*20mm(W*H)
Horizontal Bending, Min bending diameter: 200mm. Horizontal Bending, Min bending diameter: 200mm.
Front Cable Entry/Side Cable Entry/Bottom Cable Entry Front Cable Entry/Side Cable Entry/Bottom Cable Entry
Input Voltage: DC24V, Watt: 5W/meter, 10W/meter, 15W/meter Input Voltage: DC24V, Watt: 5W/meter, 10W/meter, 15W/meter
CCT: 2100K/2400K/2700K/3000K/3500K/4000K/5000K/6000K/Red/Green/Blue/Yellow/RGB CCT: 2100K/2400K/2700K/3000K/3500K/4000K/5000K/6000K/Red/Green/Blue/Yellow/RGB
CRI: >90, Lumen: 150-500lm/m CRI: >90, Lumen: 130-500lm/m
Max Length in Series: 5meters, Cuttable size: 50mm / 62.5mm Max Length in Series: 5meters, Cuttable size: 50mm / 62.5mm
IP grade: IP67 IP grade: IP67
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0817 Silicone LED Neon Light: Side bend 1023 Silicone LED Neon Light: Side bend

Model No.: ADW-S0817-24V-05/10W Model No.: ADW-S1023-24V-05/10/15W
Cross section size 8mm*17mm(W*H) Cross section size 10mm*23mm(W*H)
Horizontal Bending, Min bending diameter: 100mm. Horizontal Bending, Min bending diameter: 150mm.
Front Cable Entry Front Cable Entry
Input Voltage: DC24V, Watt: 5W/meter, 10W/meter Input Voltage: DC24V, Watt: 5W/meter, 10W/meter, 15W/meter
CCT: 2100K/2400K/2700K/3000K/3500K/4000K/5000K/6000K/Red/Green/Blue/Yellow/RGB CCT: 2100K/2400K/2700K/3000K/3500K/4000K/5000K/6000K/Red/Green/Blue/Yellow/RGB
CRI: >90, Lumen: 150-350lm/m CRI: >90, Lumen: 160-550lm/m
Max Length in Series: 5meters, Cuttable size: 50mm / 62.5mm Max Length in Series: 5meters, Cuttable size: 50mm / 62.5mm
IP grade: IP67 IP grade: IP67

1225 Silicone LED Neon Light: Side bend

Model No.: ADW-S1225-24V-05/10/15W
Cross section size 12mm*25mm(W*H)
Horizontal Bending, Min bending diameter: 150mm.
Front Cable Entry
Input Voltage: DC24V, Watt: 5W/meter, 10W/meter, 15W/meter
CCT: 2100K/2400K/2700K/3000K/3500K/4000K/5000K/6000K/Red/Green/Blue/Yellow/RGB
CRI: >90, Lumen: 120-450lm/m
Max Length in Series: 5meters, Cuttable size: 50mm / 62.5mm
IP grade: IP67

D25 Silicone LED Neon Light: 360D light-emitting D30 Silicone LED Neon Light: 360D light-emitting

Model No.: ADW-FD25-24V-05/10W Model No.: ADW-FD30-24V-05/10W
Cross section size Φ25mm(W*H) Cross section size Φ30mm(W*H)
Good flexibility Good flexibility
Front Cable Entry Front Cable Entry
Input Voltage: DC24V, Watt: 5W/meter, 10W/meter Input Voltage: DC24V, Watt: 5W/meter, 10W/meter
CCT: 2100K/2400K/2700K/3000K/3500K/4000K/5000K/6000K/Red/Green/Blue/Yellow/RGB CCT: 2100K/2400K/2700K/3000K/3500K/4000K/5000K/6000K/Red/Green/Blue/Yellow/RGB
CRI: >90, Lumen: 280-600lm/m CRI: >90, Lumen: 280-600lm/m
Max Length in Series: 5meters, Cuttable size: 50mm Max Length in Series: 5meters, Cuttable size: 50mm
IP grade: IP65 IP grade: IP65
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Nona Series Cabinet Series
Watt: 5W,7W,10W,15W,20W,30W Watt: 3W, 5W (other watt on request)
Input Voltage: AC220-240V 50/60Hz Input Voltage: AC220-240V 50/60Hz
LED Brand: CREE COB, CITIZEN COB LED Brand: OSRAM LED / CREE COB / CITIZEN COB
CCT: 2700K/3000K/4000K/5000K/6000K CCT: 2700K/3000K/4000K/5000K/6000K
CRI: >80 (>90 for optional) CRI: >80 (>90 for optional)
Beam angle: 10°, 15°, 24°, 36°, 60° Beam angle: 15°, 24°, 36°, 50°
Light efficiency: 80-85LM/W, 95-100LM/W Light efficiency: 80-85LM/W, 95-100LM/W
Cut-out: Φ55mm,Φ75mm,Φ95mm,Φ125mm Cut-out: Φ25mm,Φ40mm,Φ48mm
Driver: Eaglerise, Lifud, OSRAM, PHILIPS Driver: Eaglerise, Lifud
Dimming: non-dim, phase dim, 1-10V, Dali dim Dimming: non-dim, phase dim, 1-10V, Dali dim
Finish colour: White (other colour on request) Finish colour: White (other colour on request)
Material:Die-casting Aluminum Material: Aluminum
IP Grade: IP44 IP Grade: IP44

Mamba Series Jaga Series
Watt: 10W,12W,15W,20W,25W,30W Watt: 10W,15W,20W,30W,35W
Input Voltage: AC220-240V 50/60Hz Input Voltage: AC220-240V 50/60Hz
LED Brand: CREE COB, CITIZEN COB LED Brand: CREE COB, CITIZEN COB
CCT: 2700K/3000K/4000K/5000K/6000K CCT: 2700K/3000K/4000K/5000K/6000K
CRI: >80 (>90 for optional) CRI: >80 (>90 for optional)
Beam angle: 15°, 24°, 38° Beam angle: 15°, 38°, 55°
Light efficiency: 80-85LM/W, 95-100LM/W Light efficiency: 80-85LM/W, 95-100LM/W
Cut-out: Φ75mm,Φ95mm,Φ125mm Cut-out: Φ70mm,Φ85mm,Φ125mm,Φ160mm,Φ195mm

Driver: Eaglerise, Lifud, OSRAM, PHILIPS Driver: Eaglerise, Lifud, OSRAM, PHILIPS
Dimming: non-dim, phase dim, 1-10V, Dali dim Dimming: non-dim, phase dim, 1-10V, Dali dim
Finish colour: White (other colour on request) Finish colour: White (other colour on request)
Material:Die-casting Aluminum Material:Die-casting Aluminum
IP Grade: IP44 IP Grade: IP44

Paris Series Godan Series
Watt: 10W,2*10W,3*10W Watt: 10W,20W,30W,40W,50W
Input Voltage: AC220-240V 50/60Hz Input Voltage: AC220-240V 50/60Hz
LED Brand: CREE COB, CITIZEN COB LED Brand: CREE COB, CITIZEN COB
CCT: 2700K/3000K/4000K/5000K/6000K CCT: 2700K/3000K/4000K/5000K/6000K
CRI: >80 (>90 for optional) CRI: >80 (>90 for optional)
Beam angle: 15°, 24°, 36°, 55° Beam angle: 60°
Light efficiency: 80-85LM/W, 95-100LM/W Light efficiency: 80-85LM/W, 95-100LM/W
Cut-out: 75*75mm,150*75mm,230*75mm Cut-out: Φ100mm,Φ125mm,Φ145mm,Φ180mm
Driver: Eaglerise, Lifud, OSRAM, PHILIPS Driver: Eaglerise, Lifud, OSRAM, PHILIPS
Dimming: non-dim, phase dim, 1-10V, Dali dim Dimming: non-dim, phase dim, 1-10V, Dali dim
Finish colour: White (other colour on request) Finish colour: White (other colour on request)
Material:Die-casting Aluminum Material:Die-casting Aluminum
IP Grade: IP44 IP Grade: IP44

Watino Series Miso Series
Watt: 15W,20W,30W,40W Watt: 10W,15W,20W,25W,30W,40W,50W
Input Voltage: AC220-240V 50/60Hz Input Voltage: AC220-240V 50/60Hz
LED Brand: CREE COB, CITIZEN COB LED Brand: CREE COB, CITIZEN COB
CCT: 2700K/3000K/4000K/5000K/6000K CCT: 2700K/3000K/4000K/5000K/6000K
CRI: >80 (>90 for optional) CRI: >80 (>90 for optional)
Beam angle: 15°, 24°, 38°, 60° Beam angle: 15°,24°, 38°, 60°
Light efficiency: 80-85LM/W, 95-100LM/W Light efficiency: 80-85LM/W, 95-100LM/W
Cut-out: Φ90mm, Φ125mm, Φ145mm, Φ165mm Cut-out: Φ75mm,Φ95mm,Φ115mm,Φ150mm,Φ165mm

Driver: Eaglerise, Lifud, OSRAM, PHILIPS Driver: Eaglerise, Lifud, OSRAM, PHILIPS
Dimming: non-dim, phase dim, 1-10V, Dali dim Dimming: non-dim, phase dim, 1-10V, Dali dim
Finish colour: White (other colour on request) Finish colour: White (other colour on request)
Material:Die-casting Aluminum Material:Die-casting Aluminum
IP Grade: IP65 waterproof IP Grade: IP44
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Mano Series Fany Series
Watt: 5W,7W,10W,15W,20W,30W,40W,50W,60W Watt: 15W,20W,30W,40W
Input Voltage: AC220-240V 50/60Hz Input Voltage: AC220-240V 50/60Hz
LED Brand: CREE COB, CITIZEN COB LED Brand: Samsung SMD
CCT: 2700K/3000K/4000K/5000K/6000K CCT: 2700K/3000K/4000K/5000K/6000K
CRI: >80 (>90 for optional) CRI: >80 (>90 for optional)
Beam angle: 24°, 40°, 60° Beam angle: 90°
Light efficiency: 80-85LM/W, 95-100LM/W Light efficiency: 95-100LM/W
Cut-out: Φ75mm,Φ95mm,Φ130mm,Φ140mm,Φ160mm Cut-out: Φ95mm,Φ130mm,Φ170mm,Φ210mm

Driver: Eaglerise, Lifud, OSRAM, PHILIPS Driver: Eaglerise, Lifud, OSRAM, PHILIPS
Dimming: non-dim, phase dim, 1-10V, Dali dim Dimming: non-dim, phase dim, 1-10V, Dali dim
Finish colour: White (other colour on request) Finish colour: White (other colour on request)
Material:Die-casting Aluminum Material:Die-casting Aluminum
IP Grade: IP44 IP Grade: IP44

Fano Series Pino Series
Watt: 10W,20W,30W Watt: 8W,12W,25W,30W
Input Voltage: AC220-240V 50/60Hz Input Voltage: AC220-240V 50/60Hz
LED Brand: CREE COB, CITIZEN COB LED Brand: Samsung SMD
CCT: 2700K/3000K/4000K/5000K/6000K CCT: 2700K/3000K/4000K/5000K/6000K
CRI: >80 (>90 for optional) CRI: >80 (>90 for optional)
Beam angle: 60° Beam angle: 90°
Light efficiency: 80-85LM/W, 95-100LM/W Light efficiency: 95-100LM/W
Cut-out: Φ125mm,Φ160mm,Φ200mm Cut-out: Φ95mm,Φ125mm,Φ165mm,Φ210mm
Driver: Eaglerise, Lifud, OSRAM, PHILIPS Driver: Eaglerise, Lifud, OSRAM, PHILIPS
Dimming: non-dim, phase dim, 1-10V, Dali dim Dimming: non-dim, phase dim, 1-10V, Dali dim
Finish colour: White (other colour on request) Finish colour: White (other colour on request)
Material: Die-casting Aluminum Material: Die-casting Aluminum
IP Grade: IP44 IP Grade: IP44

Sany Series Closo Series
Watt: 15W,20W,25W Watt: 10W,15W,20W,30W
Input Voltage: AC220-240V 50/60Hz Input Voltage: AC220-240V 50/60Hz
LED Brand: Samsung SMD LED Brand: CREE COB, CITIZEN COB
CCT: 2700K/3000K/4000K/5000K/6000K CCT: 2700K/3000K/4000K/5000K/6000K
CRI: >80 (>90 for optional) CRI: >80 (>90 for optional)
Beam angle: 90° Beam angle: 15°, 24°, 38°
Light efficiency: 95-100LM/W Light efficiency: 80-85LM/W, 95-100LM/W
Cut-out: Φ130mm,Φ165mm,Φ210mm Cut-out: Φ75mm,Φ105mm
Driver: Eaglerise, Lifud, OSRAM, PHILIPS Driver: Eaglerise, Lifud, OSRAM, PHILIPS
Dimming: non-dim, phase dim, 1-10V, Dali dim Dimming: non-dim, phase dim, 1-10V, Dali dim
Finish colour: White (other colour on request) Finish colour: White (other colour on request)
Material: Die-casting Aluminum Material:Die-casting Aluminum
IP Grade: IP44 IP Grade: IP44

Clasa Series Stretch Series
Watt: 10W,15W,20W,30W,W*2,  W*3 Watt: 7W,10W,15W,25W,35W,  W*2, W*3
Input Voltage: AC220-240V 50/60Hz Input Voltage: AC220-240V 50/60Hz
LED Brand: CREE COB, CITIZEN COB LED Brand: CREE COB, CITIZEN COB
CCT: 2700K/3000K/4000K/5000K/6000K CCT: 2700K/3000K/4000K/5000K/6000K
CRI: >80 (>90 for optional) CRI: >80 (>90 for optional)
Beam angle: 90° Beam angle: 15°, 24°, 36°
Light efficiency: 80-85LM/W, 95-100LM/W Light efficiency: 80-85LM/W, 95-100LM/W
Cut-out: Φ95mm,Φ120mm Cut-out: Φ65mm,Φ75mm,Φ95mm,Φ120mm,Φ140mm

Driver: Eaglerise, Lifud, OSRAM, PHILIPS Driver: Eaglerise, Lifud, OSRAM, PHILIPS
Dimming: non-dim, phase dim, 1-10V, Dali dim Dimming: non-dim, phase dim, 1-10V, Dali dim
Finish colour: White (other colour on request) Finish colour: White (other colour on request)
Material: Die-casting Aluminum Material:Die-casting Aluminum
IP Grade: IP44 IP Grade: IP44
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Jana Series Snow Series
Watt: 30W,30W*2 Watt: 20W,30W,40W
Input Voltage: AC220-240V 50/60Hz Input Voltage: AC220-240V 50/60Hz
LED Brand: CREE COB, CITIZEN COB LED Brand: CREE COB, CITIZEN COB
CCT: 2700K/3000K/4000K/5000K/6000K CCT: 2700K/3000K/4000K/5000K/6000K
CRI: >80 (>90 for optional) CRI: >80 (>90 for optional)
Beam angle: 15°, 24°, 36°, 60° Beam angle: 15°, 24°, 38°
Light efficiency: 80-85LM/W, 95-100LM/W Light efficiency: 95-100LM/W
Cut-out: Φ150mm,L320*W160mm Cut-out: Φ125mm,Φ145mm,Φ170mm
Driver: Eaglerise, Lifud, OSRAM, PHILIPS Driver: Eaglerise, Lifud, OSRAM, PHILIPS
Dimming: non-dim, phase dim, 1-10V, Dali dim Dimming: non-dim, phase dim, 1-10V, Dali dim
Finish colour: White (other colour on request) Finish colour: White (other colour on request)
Material:Die-casting Aluminum Material:Die-casting Aluminum
IP Grade: IP44 IP Grade: IP44

Salo Series Baso Series
Watt: 10W, 20W, 30W, 40W Watt: 9W,15W,25W,35W,45W
Input Voltage: AC220-240V 50/60Hz Input Voltage: AC220-240V 50/60Hz
LED Brand: CREE COB, CITIZEN COB LED Brand: CREE COB, CITIZEN COB
CCT: 2700K/3000K/4000K/5000K/6000K CCT: 2700K/3000K/4000K/5000K/6000K
CRI: >80 (>90 for optional) CRI: >80 (>90 for optional)
Beam angle: 20°, 45° Beam angle: 60°
Light efficiency: 80-85LM/W, 95-100LM/W Light efficiency: 80-85LM/W, 95-100LM/W
Dimension: H90mm,H120mm,H152mm,H185mm Dimension: H90mm,H120mm,H152mm,H185mm
Driver: Eaglerise, Lifud, OSRAM, PHILIPS Driver: Eaglerise, Lifud, OSRAM, PHILIPS
Dimming: non-dim, phase dim, 1-10V, Dali dim Dimming: non-dim, phase dim, 1-10V, Dali dim
Finish colour: White (other colour on request) Finish colour: White (other colour on request)
Material:Die-casting Aluminum Material:Die-casting Aluminum
IP Grade: IP44 Downlight Structure IP Grade: IP44

Eiffel Series Waso Series
Watt: 5W,10W,15W,20W,W*2 Watt: 10W,15W,20W,30W,40W,50W,60W
Input Voltage: AC220-240V 50/60Hz Input Voltage: AC220-240V 50/60Hz
LED Brand: CREE COB, CITIZEN COB LED Brand: CREE COB, CITIZEN COB
CCT: 2700K/3000K/4000K/5000K/6000K CCT: 2700K/3000K/4000K/5000K/6000K
CRI: >80 (>90 for optional) CRI: >80 (>90 for optional)
Beam angle: 15°, 24°, 36°, 55° Beam angle: 20°, 40°
Light efficiency: 80-85LM/W, 95-100LM/W Light efficiency: 80-85LM/W, 95-100LM/W
Dimension: H79mm,H93mm,H112mm Cut-out: Φ75mm,Φ95mm,Φ115mm,Φ140mm
Driver: Eaglerise, Lifud, OSRAM, PHILIPS Driver: Eaglerise, Lifud, OSRAM, PHILIPS
Dimming: non-dim, phase dim, 1-10V, Dali dim Dimming: non-dim, phase dim, 1-10V, Dali dim
Finish colour: White (other colour on request) Finish colour: White (other colour on request)
Material:Die-casting Aluminum Material:Die-casting Aluminum
IP Grade: IP44 Downlight Structure IP Grade: IP65
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Deco Series Echo Series
Watt: 15W,20W,30W Watt: 15W,20W,25W,30W,35W
Input Voltage: AC220-240V 50/60Hz Input Voltage: AC220-240V 50/60Hz
LED Brand: CREE COB, CITIZEN COB LED Brand: CREE COB, CITIZEN COB
CCT: 2700K/3000K/4000K/5000K/6000K CCT: 2700K/3000K/4000K/5000K/6000K
CRI: >80 (>90 for optional) CRI: >80 (>90 for optional)
Beam angle: 15°, 24°, 36° Beam angle: 15°, 24°, 36°
Light efficiency: 80-85LM/W, 95-100LM/W Light efficiency: 80-85LM/W, 95-100LM/W
Dimension: Φ60*L145mm,Φ70*L160mm,Φ80*L160mm Dimension: Φ60*L145mm,Φ70*L160mm,Φ80*L160mm

Adapter: 4 wires 3 phase Adapter: 4 wires 3 phase
Driver: Eaglerise, Lifud, OSRAM, PHILIPS Driver: Eaglerise, Lifud, OSRAM, PHILIPS
Dimming: non-dim, phase dim, 1-10V, Dali dim Dimming: non-dim, phase dim, 1-10V, Dali dim
Finish colour: White/Black Finish colour: White/Black
Material:Die-casting Aluminum, IP20 grade Material:Die-casting Aluminum, IP20 grade

Kuwa Series Kama Series
Watt: 30W Watt: 30W
Input Voltage: AC220-240V 50/60Hz Input Voltage: AC220-240V 50/60Hz
LED Brand: CREE COB, CITIZEN COB LED Brand: CREE COB, CITIZEN COB
CCT: 2700K/3000K/4000K/5000K/6000K CCT: 2700K/3000K/4000K/5000K/6000K
CRI: >80 (>90 for optional) CRI: >80 (>90 for optional)
Beam angle: 15°, 24°, 36° Beam angle: 12°, 24°, 36°
Light efficiency: 80-85LM/W, 95-100LM/W Light efficiency: 80-85LM/W, 95-100LM/W
Dimension: Φ100mm Dimension: Φ94.2mm
Adapter: 4 wires 3 phase Adapter: 4 wires 3 phase
Driver: Eaglerise, Lifud, OSRAM, PHILIPS Driver: Eaglerise, Lifud, OSRAM, PHILIPS
Dimming: non-dim, phase dim, 1-10V, Dali dim Dimming: non-dim, phase dim, 1-10V, Dali dim
Finish colour: White/Black Finish colour: White/Black
Material:Die-casting Aluminum, IP20 grade Material:Die-casting Aluminum, IP20 grade
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LED Track Light  Range



Mars Series Saturn Series
Watt: 20W, 36W Watt: 24W, 36W, 48W, 60W
Input Voltage: AC220-240V 50/60Hz Input Voltage: AC220-240V 50/60Hz
LED: High Brightness 2835 SMD LED: Samsung 2835 SMD
CCT: 2700K/3000K/4000K/5000K/6000K CCT: 2700K/3000K/4000K/5000K/6000K
CRI: >80 (>90 for optional) CRI: >80 (>90 for optional)
Beam angle: 120° Beam angle: 120°
Light efficiency: 110LM/W Light efficiency: 90LM/W
Dimension: L580/L1130*W47*H75mm Dimension: L1180*W48~W200*H50mm
Driver: Eaglerise, Lifud, OSRAM, PHILIPS Driver: Eaglerise, Lifud, OSRAM, PHILIPS
Dimming: non-dim, phase dim, 1-10V, Dali dim Dimming: non-dim, phase dim, 1-10V, Dali dim
Finish colour: White/Black/Silver Finish colour: White/Black/Silver
Material: Aluminum Profile+PC, IP44 grade Material: Aluminum Profile+PC, IP44 grade
Installation: Suspended, Recessed, Surface Mounted Installation: Suspended

Venus Series Uranus Series 
Watt: 24W, 36W, 48W, 60W Watt: 24W, 36W, 48W, 60W, 72W
Input Voltage: AC220-240V 50/60Hz Input Voltage: AC220-240V 50/60Hz
LED: Samsung 2835 SMD LED: Samsung 2835 SMD
CCT: 2700K/3000K/4000K/5000K/6000K CCT: 2700K/3000K/4000K/5000K/6000K
CRI: >80 (>90 for optional) CRI: >80 (>90 for optional)
Beam angle: 120° Beam angle: 120°
Light efficiency: 90LM/W Light efficiency: 90LM/W
Dimension: L1180*W48~W150*H78mm Dimension: L1185*W65~W215*H38/H50mm
Driver: Eaglerise, Lifud, OSRAM, PHILIPS Driver: Eaglerise, Lifud, OSRAM, PHILIPS
Dimming: non-dim, phase dim, 1-10V, Dali dim Dimming: non-dim, phase dim, 1-10V, Dali dim
Finish colour: White/Black/Silver Finish colour: White/Black/Silver
Material: Aluminum Profile+PC, IP44 grade Material: Aluminum Profile+PC, IP44 grade
Installation: Suspended Installation: Recessed

Neptune Series
Watt: 36W
Input Voltage: AC220-240V 50/60Hz
LED: Samsung 2835 SMD
CCT: 2700K/3000K/4000K/5000K/6000K
CRI: >80 (>90 for optional)
Beam angle: 120°
Light efficiency: 90LM/W
Dimension: L1198*W38*H80mm
Driver: Eaglerise, Lifud, OSRAM, PHILIPS
Dimming: non-dim, phase dim, 1-10V, Dali dim
Finish colour: White/Black/Silver
Material: Aluminum Profile+PC, IP44 grade
Installation: Suspended
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LED Linear Light  Range



ADW-0610 ADW-2020B ADW-2020C ADW-5314 ADW-3311

ADW-2514 ADW-2828 ADW-4316 ADW-4320 ADW-4040

ADW-1706G ADW-1714C ADW-1714G ADW-001 ADW-002

 

ADW-10235

ADW-1609 ADW-1609 ADW-2111 ADW-2126 ADW-2521
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New Design



ADW-2534 ADW-2544

 

ADW-0510 ADW-0510B ADW-0808 ADW-0909 ADW-1409B

ADW-0509B ADW-0918 ADW-0618B ADW-1111 ADW-2012B

ADW-2109 ADW-3718 ADW-1520 ADW-1114 ADW-1913

ADW-0606 ADW-0806 ADW-0808 ADW-0809 ADW-0809B

ADW-0809C ADW-0812 ADW-0812B ADW-1207 ADW-1010
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Cabinet Aluminum Profile



ADW-1010B ADW-1010C ADW-1010D ADW-1013 ADW-1215

ADW-1215B ADW-1215C ADW-1220 ADW-1407 ADW-1420

ADW-1607 ADW-1613C ADW-1606  ADW-1606B ADW-1612

ADW-1612B ADW-1606C ADW-1606D ADW-1612C ADW-1612D

ADW-1706 ADW-1706B ADW-1706C ADW-1706D ADW-1714

ADW-1714B ADW-1714D ADW-1809 ADW-1813 ADW-1510

ADW-1515 ADW-1520B ADW-1622 ADW-2010 ADW-2015

ADW-2020 ADW-2525C ADW-1611B ADW-1614 ADW-1617B
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ADW-2120 ADW-2625A ADW-2625B ADW-2310 ADW-2310B

 ADW-2320  ADW-2320B  ADW-2328  ADW-2328B  ADW-3010

ADW-3020 ADW-1909A ADW-1909B ADW-1911A ADW-1911B 

ADW-2011A ADW-2011B ADW-1710 ADW-1815 ADW-1818

ADW-1919 ADW-1709 ADW-1616A ADW-1616B ADW-1616C

ADW-1616D ADW-3030A ADW-3030B ADW-3030E ADW-3030F

ADW-1530 ADW-1727 ADW-1728 ADW-1715 ADW-2113

ADW-2014 ADW-3909 ADW-1705 ADW-1705B ADW-1506
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ADW-1749 ADW-1744 ADW-5709 ADW-1580

ADW-1584 ADW-6926B

ADW-2525A ADW-2525B ADW-3030 ADW-3030C ADW-3030D

ADW-3535A ADW-3535B ADW-4035A ADW-4035B ADW-4545

ADW-5035A ADW-5035B ADW-5531A ADW-5531B ADW-5535A

ADW-5535B ADW-6035A ADW-6035B ADW-D30 ADW-D60

ADW-7535A ADW-7535B ADW-10035 ADW-20035
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Linear Aluminum Profile(Suspension) Series



ADW-3575 ADW-5075 ADW-5090 ADW-5575 ADW-7575

ADW-8090 ADW-8030 ADW-2520 ADW-5575

ADW-1213A ADW-1213B

ADW-AP-1213C ADW-1213D

ADW-2814A ADW-2814B

ADW-AP-3535C ADW-  ZL-3535D
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Plaster-in Trimless Recessed Aluminum Profiles Series



ADW-5035C ADW-5035D

 

ADW-1509A ADW-1509B
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